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TYPE 1-27 GUARDRAIL PLACEMENT

SCALE : NTS

POST SPACING 6'-3"

! SoLID ( { OBSTRUCTION
al ul ul i) l al ul ul i) l al ul ul i) 4 1 & ul o) l + al ul ul i) ul i) l al ul ul i) l il
t EDGE OF SHOULDER —— A
REQUIRED cﬁ’.‘.mﬁ — SEE NOTE #1 SHOULDER
' EDGE OF TRAVEL LANE —— ,
TYPE 1-27 GUARDRAIL
TYPICAL GUARDRAIL TREATMENT
WHEN THE REQUIRED 4'-0" CLEARANCE TO OBSTRUCTION IS AVAILABLE
L TYPE 1-27 GUARDRAIL PLACEMENT TYPE 2-27 GUARDRAIL PLACEMENT TYPE 1-27 GUARDRAIL PLACEMENT .
OR APPROPRIATE END TREATMENT o POST SPACING 3-1 %" o OR APPROPRIATE END TREATMENT
25'-0" MIN. 25'-0" MIN.
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L EDGE OF SHOULDER —— !
2'-0" MIN. — SEE NOTE #1 SHOULDER
EDGE OF TRAVEL LANE —— ,
. TYPE 2-27 GUARDRAIL
5 5 5 B * | TYPICAL GUARDRAIL TREATMENT
CUARDRAIL FLARE RATE WHEN 2'-0" TO 4'-0" OF CLEARANCE TO OBSTRUCTION IS AVAILABLE
EDGE OF TRAVEL LANE A
. SEE NOTE #1
FLARE RATES 4-0"MIN. EDGE OF TRAVEL LANE r
y
DESIGN SPEED FLARE RATE
70 MPH 151 7 7 2 i 7 7 7 % 7 Z * 7 7 7 2 i 7 7 7 2 i 7 7 7
I + TYPE 3-27 GUARDRAIL
60 MPH 14:1 PLACEMENT OR
o J‘ EDGE OF TRAVEL LANE — 63" APPROPRIATE END
55 MPH 12:1 4'-0" MIN. o TREATMENT (TYP)
50 MPH 11:1 NOTES:
) 1). THE DISTANCE FROM THE EDGE OF THE TRAVEL LANE OR SHOULDER TO THE FACE OF GUARDRAIL TYPE 3-27 GUARDRAIL
45 MPH 10:1 SHOULD BE MAXIMIZED. THIS AREA SHALL BE GRADED 10:1 OR FLATTER. TYPICAL MEDIAN GUARDRAIL TREATMENT
20 MPH o1 2). PLACE GUARDRAIL DELINEATORS AS SHOWN IN DETAIL B-13, SHEET 9.
' 3). DETAILS ON THIS SHEET ARE NOT MASH COMPLIANT AND ARE TO BE USED SOLELY FOR
30 MPH 71 MAINTENANCE REPAIRS OF 27" GUARDRAIL.
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